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 CONTENTS

• 8 times over sampling 1 bit D/A converter   
•  Auto cue 
• front Loading CD System
•    Pitch Control and Bend (+/-4%, +/-8%, +/-16%, or +/-100% [+/-100 CD Only])
• Single Rackmount unit       
•  1/75th second frame search     
•  Jog Wheel for frame search in Pause Mode and Pitch Bend in Play Mode   
•  8 different speed scan (4 forward/4 Reverse)      
• RCA Output & Balanced XLR Output (Use only one of the outputs at a time. the UCD-100 is not designed for dual  
 output.)   
• Large bright Digital Screen 
• Seamless Loop   
• Pitch Percentage Display 
• Instant Start within 10 ms (sound is produced immediately when the PLAY button is pressed)

 MaiN fEaTurES
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FOR BEST CD-R DISC PLAYBACK RESULTS IN THIS CD PLAYER PLEASE FOLLOW THESE 
GUIDELINES:
1. High quality CD-R Audio discs (should conform to the standards of the Orange Book 2).
2. Use a high quality bit rate when recording discs. (At least 160kbps)
3. Record discs in the slowest speed possible. (i.e. 2x or 4x speed)

CHECK THE aMEriCaN auDiO WEBSiTE fOr DOWNLOaDaBLE uSEr SOfTWarE uPDaTES.
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nOtE: this product satisfies fCC regulations 
when shielded cables and connectors are 
used to connect the unit to other equipment. 
to prevent electromagnetic interference with 
electrical appliances such as radios and tele-
visions, use shielded cables and connectors 
for connections.

nOtE: this CD player uses a semiconductor 
laser.  It is recommended for use in a room at 
the following temperature: 41˚f - 95˚f / 5˚C - 
35˚C

CAUtIOn:
1. Handle the power supply cord carefully.  Do  
not damage or deform; it may cause electric  
shock or malfunction when used. Hold plug  
attachment when removing from wall outlet.   
Do not pull on the cord.
2.  to avoid electric shock, do not open the  
top cover when the unit is plugged in.  If  
problems occur with the unit, call your local  
American Audio® dealer.
3. Do not place metal objects or spill liquid  
inside the CD player. Electric shock or mal- 
function may occur.

the serial and model number for this unit is 
located on the rear panel. Please write down 
the numbers here and retain for future refer-
ence. 

Model no._____________________________

Serial no._____________________________

CAUtIOn:
USE Of COntROLS OR ADJUStMEntS  
OtHER tHAn tHOSE SPECIfIED HEREIn 
MAY RESULt In HAZARDOUS RADIAtIOn 
EXPOSURE

tHE COMPACt DISC PLAYER SHOULD nOt 
BE ADJUStED OR REPAIRED BY AnYOnE 
EXCEPt PROPERLY QUALIfIED SERVICE 
PERSOnnEL.

 SafETY PrECauTiONS

WARnInG: tO PREVEnt fIRE OR SHOCK 
HAZARD, DO nOt EXPOSE tHIS UnIt tO 
WAtER OR MOIStURE 

this equipment has been tested and found 
to comply with the limits for a Class B digital 
device, pursuant to Part 15 of the fCC Rules. 
these limits are designed to provide reason-
able protection against harmful interference 
in a residential installation. this equipment 
generates, uses, and can radiate radio fre-
quency energy and, if not installed and used 
in accordance with the instructions, may cause 
harmful interference to radio communications. 
However, there is no guarantee that interfer-
ence will not occur in a particular installation. 
If this equipment does cause harmful interfer-
ence to radio or television reception, which can 
be determined by turning the equipment off 
and on, the user is encouraged to try to correct 
the interference by one or more of the following 
measures:
– Reorient or relocate the receiving antenna.
–  Increase the separation between the equip- 
 ment and receiver.
–  Connect the unit into an electrical outlet on
  a circuit different from that to which the 
 receiver is connected.
–  Consult the dealer or an experienced radio/
 tV technician for help.

CAUtIOn: tO PREVEnt ELECtRIC SHOCK 
DO nOt USE tHIS (POLARIZED) PLUG WItH 
An EXtEnSIOn CORD, RECEPtACLE, OR 
OtHER OUtLEt UnLESS tHE BLADES CAn 
BE CAREfULLY InSERtED tO PREVEnt 
BLADE EXPOSURE

AttEntIOn: POUR PREVEnIR LES CHOCS 
ELECtRIQUES nE PAS UtILISER CEttE 
fICHE POLARISEE AVEC Un PROLOn-
GAtEUR, UnE PRISE DE COURAnt OU 
UnE AUtRE SORtIE DE COURAnt, SAUf 
SI LES LAMES PEUVEnt EtRE InSEREES A 
fOnD SAnS En LAISSER AUCUnE PARtIE A 
DECOUVERt.



 ELECTriCaL SafETY PrECauTiONS

ELECtRICAL PRECAUtIOnS

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION

The exclamation point within an equilateral triangle is
intended to alert the user to the presence of important
operating and maintenance (servicing) instructions in
the literature accompanying the appliance.

The lightning flash with arrowhead symbol, within an
equilateral triangle, is intended to alert the user to the
presence of uninsulated "dangerous voltage" within the
product's enclosure that may be of sufficient magnitude
to constitute a risk of electric shock to persons.

REAd INsTRUCTIONs — All the safety and operating
instructions should be read before the product is
operated.

RETAIN INsTRUCTIONs — The safety and operating
instructions should be retained for future reference.

hEEd WARNINgs — All warnings on the product and
in the operating instructions should be adhered to.

FOllOW INsTRUCTIONs — All operating and use
instructions should be followed.

ClEANINg — The product should be cleaned only with
a polishing cloth or a soft dry cloth. Never clean with
furniture wax, benzine, insecticides or other volatile
liquids since they may corrode the cabinet.

ATTAChMENTs — Do not use attachments not
recommended by the product manufacturer as they
may cause hazards.

WATER ANd MOIsTURE — Do not use this product
near water — for example, near a bathtub, wash
bowl, kitchen sink, or laundry tub; in a wet basement;
or near a swimming pool; and the like.

ACCEssORIEs — Do not place this product on an
unstable cart, stand, tripod, bracket, or table. The
product may fall, causing serious injury to a child or
adult, and serious damage to the product. Use only
with a cart, stand, tripod, bracket, or table
recommended by the manufacturer, or sold with
the product. Any mounting of the product should
follow the manufacturer’s instructions, and should
use a mounting accessory recommended by the
manufacturer.

CART — A product and cart combination should be
moved with care. Quick stops, excessive force, and
uneven surfaces may cause the product and cart
combination to overturn.

VENTIlATION — Slots and openings in the cabinet are
provided for ventilation and to ensure reliable
operation of the product and to protect it from
overheating, and these openings must not be
blocked or covered. The openings should never be
blocked by placing the product on a bed, sofa, rug,
or other similar surface. This product should not be
placed in a built-in installation such as a bookcase or
rack unless proper ventilation is provided or the
manufacturer’s instructions have been adhered to.

POWER sOURCEs — This product should be operated
only from the type of power source indicated on the
marking label. If you are not sure of the type of
power supply to your home, consult your product
dealer or local power company.

lOCATION – The appliance should be installed in a
stable location.

NONUsE PERIOds – The power cord of the appliance
should be unplugged from the outlet when left un-
used for a long period of time.

gROUNdINg OR POlARIZATION
• If this product is equipped with a polarized alternating

current line plug (a plug having one blade wider than
the other), it will fit into the outlet only one way. This
is a safety feature. If you are unable to insert the plug
fully into the outlet, try reversing the plug. If the plug
should still fail to fit, contact your electrician to
replace your obsolete outlet. Do not defeat the
safety purpose of the polarized plug.

• If this product is equipped with a three-wire
grounding type plug, a plug having a third (grounding)
pin, it will only fit into a grounding type power outlet.
This is a safety feature. If you are unable to insert the
plug into the outlet, contact your electrician to
replace your obsolete outlet. Do not defeat the
safety purpose of the grounding type plug.

POWER-CORd PROTECTION -  Power-supply cords
should be routed so that they are not likely to be
walked on or pinched by items placed upon or
against them, paying particular attention to cords at
plugs, convenience receptacles, and the point where
they exit from the product.

OUTdOOR ANTENNA gROUNdINg —  If an outside
antenna or cable system is connected to the product,
be sure the antenna or cable system is grounded so
as to provide some protection against voltage surges
and built-up static charges. Article 810 of the National
Electrical Code, ANSI/NFPA 70, provides information
with regard to proper grounding of the mast and
supporting structure, grounding of the lead-in wire
to an antenna discharge unit, size of grounding
conductors, location of antenna-discharge unit,
connection to grounding electrodes, and
requirements for the grounding electrode. See Figure
A.

lIghTNINg — For added protection for this product
during a lightning storm, or when it is left unattended
and unused for long periods of time, unplug it from
the wall outlet and disconnect the antenna or cable
system. This will prevent damage to the product
due to lightning and power-line surges.

POWER lINEs — An outside antenna system should
not be located in the vicinity of overhead power lines
or other electric light or power circuits, or where it
can fall into such power lines or circuits. When
installing an outside antenna system, extreme care
should be taken to keep from touching such power
lines or circuits as contact with them might be fatal.

OVERlOAdINg — Do not overload wall outlets,
extension cords, or integral convenience receptacles
as this can result in a risk of fire or electric shock.

ObJECT ANd lIQUId ENTRy -  Never push objects of
any kind into this product through openings as they
may touch dangerous voltage points or short-out
parts that could result in a fire or electric shock.
Never spill liquid of any kind on the product.

sERVICINg — Do not attempt to service this product
yourself as opening or removing covers may expose
you to dangerous voltage or other hazards. Refer all
servicing to qualified service personnel.

dAMAgE REQUIRINg sERVICE  - Unplug this product
from the wall outlet and refer servicing to qualified
service personnel under the following conditions:

• When the power-supply cord or plug is damaged.
• If liquid has been spilled, or objects have fallen into

the product.
• If the product has been exposed to rain or water.
• If the product does not operate normally by following

the operating instructions. Adjust only those controls
that are covered by the operating instructions as an
improper adjustment of other controls may result in
damage and will often require extensive work by a
qualified technician to restore the product to its
normal operation.

• If the product has been dropped or damaged in any
way.

• When the product exhibits a distinct change in
performance — this indicates a need for service.

REPlACEMENT PARTs -- W hen replacement parts
are required, be sure the service technician has used
replacement parts specified by the manufacturer or
have the same characteristics as the original part.
Unauthorized substitutions may result in fire, electric
shock, or other hazards.

sAFETy ChECK -  Upon completion of any service or
repairs to this product, ask the service technician to
perform safety checks to determine that the product
is in proper operating condition.

WAll OR CEIlINg MOUNTINg — The product should
not be mounted to a wall or ceiling.

hEAT — The product should be situated away from heat
sources such as radiators, heat registers, stoves, or
other products (including amplifiers) that produce
heat.

IMPORTANT SAFETY INSTRUCTIONS

ANTENNA
LEAD IN
WIRE

GROUND
CLAMP

ANTENNA
DISCHARGE UNIT
(NEC SECTION 810-20)

GROUNDING CONDUCTORS
(NEC SECTION 810-21)

GROUND CLAMPS

POWER SERVICE GROUNDING
ELECTRODE SYSTEM
(NEC ART 250, PART H)

ELECTRIC
SERVICE
EQUIPMENT

Fig. A

NEC — NATIONAL ELECTRICAL CODE

CAUTION: TO REDUCE THE RISK OF ELECTRIC 
SHOCK, DO NOT REMOVE THE COVER (OR BACK). 
THERE ARE NO USER SERVICEABLE PARTS 
INSIDE  REFER SERVICE TO YOUR AUTHORIZED 
AMERICAN AUDIO® SERVICE TECHNICIAN.
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 PrODuCT iNfOrMaTiON

WarraNTY iNfOrMaTiON
the UCD-100 carries a OnE year  (365 days) 
limited warranty. this warranty covers parts 
and labor. Please fill out the enclosed warranty 
card to validate your purchase. All returned 
service items whether under warranty or not, 
must be freight pre-paid and accompany a 
return authorization (R.A.) number. the R.A. 
number must be clearly written on the outside 
of the return package. A brief description of 
the problem as well as the R.A. number must 
also be written down on a piece of paper and 
included in the shipping container. If the unit 
is under warranty, you must provide a copy of 
your proof of purchase invoice. You may obtain 
a R.A. number by contacting customer support 
at (800) 322-6337.

I. Read Instructions - All the safety and operat-
 ing instructions should be read before the CD
 Player is operated. the safety and operating 
 instructions should be saved for future
 reference.

2.  Heed Warnings - All warnings on the
   Player and in the operating instructions
  should be adhered to.

3.  Water and Moisture - the player should not
  be used near water - for example, near a
  bath tub, kitchen sink, laundry tub, in a 
 wet basement or near a swimming pool, etc.

4.  Ventilation - the Player should be situated 
 so that its location or position does not inter-
 fere with its proper ventilation. for example,
 the player should not be situated on
 a bed, sofa, rug, or similar surface that may
 block the ventilation openings; or, placed in
  a built-in installation, such as a bookcase
 or cabinet that may impede the flow of
 air through the ventilation openings. 
5.  Heat - the player should be situated 
 away from heat sources such as radiators,
 heat registers, stoves, or other appliances
 (including amplifiers) that produce heat.

6.  Power Sources - the player should be
  connected to a power supply only of the 
 type described in the operating instructions
 or as marked on the Player.

7. Servicing - the user should not attempt
 to service the Player beyond that 
 described in the operating instructions. All 
 other servicing should be referred to quali-
 fied service personnel. the Player should be 
 serviced by qualified service personnel when:
     A. the power-supply cord or the plug has  
  been damaged.
     B. Objects have fallen, or liquid has been   
  spilled into the Player.
      C. the Player has been exposed to  rain  
  or water.
      D. the Player does not appear to operate  
  normally or exhibits a marked change 
  in  performance.



introduction: 
Congratulations and thank you for purchasing the American Audio® UCD-100. this player is a repre-
sentation of American Audio’s continuing commitment to produce the best and highest quality audio 
products possible at an affordable price. Please read and understand this manual completely before 
attempting to operate your new player. this booklet contains important information concerning the 
proper and safe operation of your new player.

Customer Support: 
American Audio® provides a toll free customer support line, to provide set up help and answer any 
question should you encounter problems during your initial set up or operation. You may also visit us 
on the web at www.americanaudio.com for any comments or suggestions. Service Hours are Monday 
through friday 9:00 a.m. to 5:30 p.m. Pacific Standard time.
 Voice:  (800) 322-6337
 fax:   (323) 582-2610
 E-mail:  support@americandj.com
to purchase parts online visit http://parts.americandj.com

Caution! there are no user serviceable parts inside this player. Do not attempt any repairs yourself, 
without being instructed to do so by an authorized American Audio service technician. Doing so will 
void your manufactures warranty. In the unlikely event your player may require service, please contact 
American Audio® customer support.

Do not discard the packing carton in the trash. Please recycle when ever possible.

 iNTrODuCTiON

 uNPaCKiNg
Every UCD-100 has been thoroughly tested and has been shipped in perfect operating condition. 
Carefully check the shipping carton for damage that may have occurred during shipping. If the car-
ton appears to be damaged, carefully inspect your player for any damage and be sure all equipment 
necessary to operate the player has arrived intact. In the event damage has been found or parts are 
missing, please contact our toll free customer support number for further instructions. Please do not 
return the player to your dealer without first contacting customer support.

Please be sure to make any connections before plugging the player into an electrical outlet. All fader 
and volume controls should be set to zero or minimum position, before the player is switched on. If the 
player has been exposed to drastic temperature fluctuation (e.g. after transportation), do not switch 
on the player immediately. the arising condensation of water might damage your device. Leave the 
device switched off until it has reached room temperature.

Operating Determinations:
• When installing this player, please make sure that the device is not exposed or will not be    
 exposed to extreme heat, moisture or dust!
• Do not operate the player in extremely hot (more than 30°/100°f) or extremely cold (less than   
 5°C/40°f) surroundings. 
• Keep the unit out of direct sunlight and away from heaters.
• Operate the player only after becoming familiar with its' functions. Do not permit operation by   
 persons not qualified for operating the unit. Most damages are the result of unprofessional operation.

 SET-uP PrECauTiONS
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1. Checking the Contents      
 Be sure your UCD-100 package was shipped with the following:        
 1)  UCD-100 Professional Rackmount Single CD/USB Player
    2)  User Manual (this booklet)
    3)  RCA Cables Stereo Cables
   4)  Warranty Card

2. installing the units 
 1)  the UCD-100 is designed to placed on a flat level surface or installed into a standard 19”   
  rack mount case or enclosure. When mounting the UCD-100 in a 19” rack be sure to support the unit  
  by all four screw slots on the face of the unit.   
 2)  Be sure the player is mounted in a well ventilated area where it will not be exposed to direct sunlight,  
   high temperatures, or high humidity.
 3)  try to place the unit as far as possible from tV’s and tuners, as the unit may cause undesirable inter- 
   ference with such devices.
3. Connections
 1)  Be sure the power is disconnected.
 2)  Connect the included RCA cable from your UCD-100 outputs to the inputs on your mixer.
  3)  Use the Digital Output to connect to MiniDisc, DAt machines, or other device that accepts digital  
   inputs.

CauTiON:
to avoid severe damage to the unit, be sure the power is off when making connections to the unit.

 SET-uP

CauTiON:
• the player will work normally when the main unit is mounted with the front panel within 15 degrees of the  
 vertical plane If the unit is tilted excessively, disks may not be loaded or unloaded properly. 
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uSB iNfOrMaTiON:
•  Make sure your uSB device has only MP3 files on it. There cannot  be any other type of files  
 on your uSB device, NO photo files, etc...
•  if you are using a SD Card via uSB SD Card reader, you must remove the uSB SD Card   
    reader first to change SD Card's. Please do not remove the SD Card from the uSB SD Card  
    reader while the uSB card reader is still connected to the unit.
•  Only supports faT/faT32 formatted devices.

SD CarD iNfOrMaTiON: 
•  Make sure your SD Card only has MP3 files on it
•  Do Not have any other file type on your SD Card; no photo files, etc...
•  american audio SD Players can read SD HC (High Capacity) Cards up to 32gB

PLEaSE NOTE:
for higher quality MP3 files (more than 128 kbps) american audio recommends “High Speed” 
SD Cards. using high speed cards will ensure the best performance with your american audio 
SD Player.



 fuNCTiONS aND CONTrOLS

a. frONT PaNEL CONTrOLS
1. TRANSPORT TRAY -  this tray is used to load and unload a compact disc into the drive mechanism. the 
tray is opened and closed by pressing the OPEN/CLOSE buttON (3). never attempt to force the transport 
tray open or closed when the power is turned off.

2. USB PORT 1 - this is USB port 1 is where you can insert a USB stick, USB SD Card reader, or compatiable 
external hard drive for playback. VErY iMPOrTaNT: PLEaSE SEE PagE 7 fOr DETaiLS rEgarDiNg/
uSiNg uSB DEViCES. 

3. OPEN/CLOSE (Transport Tray Open/Close) - this button is used to open and close the transport tray. 
nOtE: When a disc is already loaded in the transport tray, the tray will not open unless the unit is in pause or 
cue mode. 

4. SOURCE SELECTOR - Press this button to select your desired playback source. Select either CD Player, 
USB 1, or USB 2. the source indicator LED will light when the selected source is activate. 

5. TIME - the tIME button is used to changed the displayed time values and enter the internal menu. time 
can be displayed as elapsed track time, remaining track time, and total disc remaining time. Press this button 
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for at least 2 seconds to enter the internal menu. Use the fOLDER/tRACK KnOB (14) to scroll through the 
internal menu.

6. SGL/CTN - this button allows the unit’s play mode to change between Single and Continuous. In single 
mode the unit will play a single track and return to cue mode. In continuous mode the unit continues to play 
track by track.  

7. LIqUID CRYSTAL DISPLAY (LCD) - this high quality LCD Indicates all the unit functions (play, pause, cue, 
etc..,), as they occur as well as displaying the time and track values. this display is viewable at several com-
fortable angles as described on page 11. 

8. PITCH SLIDER - this slider is used to adjust the playback pitch percentage when the PitCh (10) function 
is activated. the slider is a set adjustment and will remain set until the pitch slider is moved or the PitCh (10) 
function has been turned off. this adjustment can be made with or without a CD in the drive. the pitch adjust-
ment will remain even if a disc has been remove, and will reflect on any other disc loaded into the unit. that is 
to say, if you set a +2% pitch on one disc, remove that disc and insert another, that disc too will have a +2% 
pitch. the amount of pitch being applied will be displayed in the LCD (7). Use this slider to match the BPM’s 
of this unit to that of another music source. By changing the pitch of one disc with respect to the other in this 
way, the beats can be matched. 

9. TAP/BPM BUTTON - Press this button to switch between manual BPM and Auto BPM. When in manual 
BPM mode, tap this button to the beat of the current track. 

10. PITCH BUTTON/ PITCH PERCENTAGE SELECTOR - this button is used to turn the pitch function on 
and off and choose the pitch percentage. the pitch percentages to choose from are 4%, 8%, 16%, and 100%. 
to activate the pitch slider press the button for at least 3 seconds. the pitch functions of the PitCh SLiDEr 
(8), PitCh bEND buttONS (11), and JOG WhEEL (18) will not function without this function being activated. 
See page 19 for more details. The pitch slider and “+” and “-” pitch bend buttons have a maximum range 
of +/-100%. 

11. PITCH BEND BUTTONS -
  (-) PITCH BEND/vOLUME CONTROL - the (-) pitch bend function creates a momentary “Slow Down” in 
the CD’s pitch speed (Beats per minute - BPM) when the PitCh (10) function is activated. this function allows 
the beats between two CD’s or any other music source to match. this is a momentary function. When the 
button is depressed the pitch speed will automatically return to PitCh SLiDEr’S (8) selected pitch. Holding 
down this button will give a maximum of -16% pitch. Be sure to remember that this function is a momentary 
pitch adjustment, for a more precise adjustment use the PitCh SLiDEr’S (8) to match the BPM’s with another 
playing music source. this button can also lower the output volume level, please see page 18. 

  (+) PITCH BEND/vOLUME CONTROL - the (+) pitch bend function creates a momentary “BUMP” in the 
CD’s pitch speed (Beats per minute - BPM) when the PitCh (10) function is activated. this function allows the 
beats between two CD’s or any other music source to match. this is a momentary function. When the button 
is depressed the pitch speed will automatically return to PitCh SLiDEr’S (8) selected pitch. Holding down 
this button will give a maximum of +16% pitch. Be sure to remember that this function is a momentary pitch 
adjustment, for a more precise adjustment use the PitCh SLiDEr’S (8) to match the BPM’s with another play-
ing music source. this button can also raise the output volume level, please see page 18.

12. TEMPO LOCK FUNCTION - this button activates the tEMPO LOCK function. this function allows you 
to use the PitCh SLiDEr (8) to speed up or slow down playback speed without altering the tonal pitch of 
the track. When this function is not engaged the original tonal pitch of the track will be altered giving you the 
“chipmunk” effect when a track is played at a high rate of speed, or the “James Earl Jones” effect when a 
track is slowed to much.  

13. SEARCH BUTTONS - 
       this search button allows you to quickly scan backwards through a track. 

       this search button allows you to quickly scan forwards through a track. 

 fuNCTiONS aND CONTrOLS
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14. FOLDER/TRACK BUTTON & FOLDER/TRACK KNOB - this button is used to toggle the fOLDER/tRACK 
KnOB between folder and track search. When the LED of the fOLDER BUttOn is lit, the player is in fOLDER 
search mode. When the unit is in track search mode, turn the knob clockwise to search forward, and counter-
clockwise to search backwards. If you press the knob in and turn it while in track mode, you can skip ahead 10 
tracks. Example:  if you are at track #1, pressing the knob and turning it clockwise will skip you to track #11. if 
you press the knob and turn it clockwise again, it will skip to track #21. if there are not that many tracks, it will 
go back to track #1. 
Hold the button down for at least 2 seconds to activate and deactivate the REPEAt function.
REPEAT ON: All the track in the current folder will play track by track until the repeat function is deactivated.
REPEAT OFF: All the tracks in the device will play in the normal mode.
SINGLE REPEAT: the current playing track will play continuously.

15. PLAY/PAUSE BUTTON - Each press of the PLAY/PAUSE Button causes the operation to change from play 
to pause or from pause to play. While in play mode the green play button LED will glow, and while in pause 
mode the green play LED will flash.

16. CUE - Pressing the CUE button during playback immediately pauses playback and returns the track to the 
last set cue point (see setting a CUE POInt, page 17).  

17. IN, OUT, & RELOOP -
IN BUTTON -  “CUE On tHE fLY” - this function allows you to set a CUE POInt (see CUE POInt page 17) 
without music interruption (“on the fly”). this button also sets the starting point of a loop (see LOOP).

OUT BUTTON - this button is used to set the ending point of a loop. A loop is started by pressing the In 
BUttOn, pressing the OUt BUttOn set the loop ending point. the loop will continue to play until the OUt 
BUttOn is pressed once again.

RELOOP  BUTTON - If a LOOP has been made (see setting a LOOP on page 21), but the CD Player is not 
actively in LOOP mode (a loop is not playing), pressing the RELOOP BUttOn will instantly reactivate the LOOP 
mode. to exit the loop, press the LOOP OUt BUttOn. 

18. JOG WHEEL - the jog wheel serves two functions depending on the current operating mode:   

A. the jog wheel will act as a slow frame search control when the unit is in pause or cue mode allowing you  
  to set a specific cue point or find a particular starting point. 

B. the wheel also works as a momentary pitch bend during playback. turning the wheel clockwise will     
     increase the pitch percentage up to 16%, and turning the wheel in the counter-clockwise direction will 
     decrease the pitch percentage up to -16%. the pitch bend will be determined on how fast you turn the     
     wheel.

19. POWER SWITCH - this switch is used to turn On/Off the unit's main power.

B. rEar PaNEL -
20. AUDIO OUT R & L - these jacks are used to send a left and right output signal. Use these jacks to send 
an audio signal to a mixer or receiver. the red colored jack represents the right channel output and white jack 
represents the left channels output.

21. BALANCED XLR MASTER OUTPUT JACKS - the Master Output includes a pair of XLR Balanced 
jacks as well as a pair of auDiO Out rCa JaCkS (20). the 3-pin XLR jacks send a high current balanced 
output signal. these jacks should be used when you will be driving an amp or other audio equipment with 
a balanced input, or whenever you will be running a signal line greater than 15 feet. Always, use these jacks 
whenever possible. 

22. USB PORT 2 - this is USB port 2 where you can insert your USB device to play Mp3 files. 

23. POWER CONNECTION - this is the main power connection. Only use the supplied polarized power cord. 
Use of any power cord may result in severe damage to the unit. Be sure the local power source matches the 
units’ required power.

 fuNCTiONS aND CONTrOLS
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C. LCD DiSPLaY -
24. CUE INDICATOR - this indicator will glow when the unit is in CUE mode and will flash every time a new 
CUE POInt is set.

25. FOLDER DISPLAY - this indicates which folder you are in. 

26. TIME METER - these indicators will detail the current Minutes, Seconds, and frames. the meter will dis-
play either the elapse, total, or remaining time of a track or the entire disc. the display time will depend on the 
selected time function. the selected time function will be displayed above the tIME MEtER as either tOtaL 
rEMaiNiNG, rEMaiNiNG traCk tiME, Or ELaPSED traCk NaME.

27.  TIME BAR INDICATOR - this bar visually details the time defined in the tiME MEtEr (26). As with the 
tiME MEtEr (26), this bar is also dependent on the selected time function REMAIn, ELAPSED, OR tOtAL 
REMAIn. this bar will begin to flash when 15 seconds of a track remain and will begin to rapidly flash when 
three seconds of a track remain. the flashing bar is a great visual reminder a track is about to end. the flashing 
bar will function regardless of which time mode the unit is in.

28.  BPM METER - this meter will display the BPM’s of the current track.

29. PITCH METER - this meter displays the pitch percentage being applied to playback by the PitCh SLiDEr 
(8). If the meter read zero regardless of the PitCh SLiDEr’S (8) position, the PitCh (10) function is not acti-
vated. 

30.       TEMPO LOCK - this  will indicate the tempo Lock function is active.

31. LOOP/RELOOP INDICATOR - the LOOP indicator will appear when a loop is ready to be engaged. the 
RELOOP indicator will flash when a loop is engaged.

32. AUTO CUE - this will indicate if the Auto Cue is on or off. Press and hold the SGL/CtN (6) for 1 sec. to 
turn the Auto Cue function on and off. the unit’s Auto Cue function will automatically set the cue point at the 
beginninh of each track.

33. CHARACTER DISPLAY - this will display the name of the track and/or folder when either a CD with text 
information or an Mp3 disc with compatiable ID3 tags is loaded into the unit.

34. TOTAL/REMAIN/ELAPSED INDICATOR - When tOtAL REMAIn is indicated in the LCD DiSPLay (7) the 
time meter will show the total disc remaining time. When REMAIn is indicated the time meter will show the 
current track’s remaining time. When ELAPSED is indicated the time meter will show the current track’s elapsed 
time.  
35. REPEAT INDICATOR - this indicates the unit is in repeat play mode, the unit will CONtiNuE to play 
all tracks in a selected folder until the mode is deactivated. to activate REPEAt mode, press the FOLDEr 
buttON (14) for at least 2 seconds to activate and deactivate. 

36. SINGLE INDICATOR - this indicates the unit is in single play mode, the unit will play a single track and 
return to CUE mode. If the SiNGLE indicator is not displayed the unit is in continuous mode.  

37.  TRACK INDICATOR - this double digit indicator details a current track. the number displayed in the 
track indicator is a direct reference to a track being selected for programming or a track in play, pause, or cue 
mode. 

38. PLAY INDICATOR - the “PLAY” indicator will glow when the unit is in play mode.

 fuNCTiONS aND CONTrOLS
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 fuNCTiONS aND CONTrOLS - rEMOTE

39. SOURCE SELECTOR - Press this button to select your desired playback source. Select either 
CD Player, USB 1, or USB 2. the source indicator LED will light when the selected source is activate. 
You can also use this button to record a demo from the current playing track. 

40. IN, OUT, & RELOOP -
IN BUTTON -  “CUE On tHE fLY” - this function allows you to set a CUE POInt (see CUE POInt 
page 17) without music interruption (“on the fly”). this button also sets the starting point of a loop 
(see LOOP).

OUT BUTTON - this button is used to set the ending point of a loop. A loop is started by pressing 
the In BUttOn, pressing the OUt BUttOn set the loop ending point. the loop will continue to play 
until the OUt BUttOn is pressed once again.

RELOOP  BUTTON - If a LOOP has been made (see setting a LOOP on page 21), but the CD Player 
is not actively in LOOP mode (a loop is not playing), pressing the RELOOP BUttOn will instantly 
reactivate the LOOP mode. to exit the loop, press the LOOP OUt BUttOn. 

41. PLAY/PAUSE BUTTON - Each press of the PLAY/PAUSE Button causes the operation to change 
from play to pause or from pause to play. While in play mode the green play button LED will glow, and 
while in pause mode the green play LED will flash.

42. STOP BUTTON - this button is used to stop playback.

43. PITCH PERCENTAGE & PITCH BEND BUTTONS -
  (-) PITCH BEND - the (-) pitch bend function creates a momentary “Slow Down” in the pitch   
   speed (Beats per minute - BPM) when the PitCh (10) function is activated.    

  0% BUTTON - this button is used to change the pitch percentage to 0%. 

  (+) PITCH BEND - the (+) pitch bend function creates a momentary “BUMP” in the pitch speed  
   (Beats per minute - BPM) when the PitCh (10) function is activated.   

39

48
49
50
51

52

44

43

41
40

47
46

42

45

the Max. Range of the remote is 20ft. the beam can be affected by the angle, always aim the re-
mote directly to the IR receiver.
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 fuNCTiONS aND CONTrOLS - rEMOTE

44. KEY LOCK - this button is used to toggle the Master tempo function on and off.

45. MUTE BUTTON - this button is used to mute playback.

46. vOLUME CONTROL BUTTONS - these buttons are used to adjust the volume of internal attenu-
ator.

47. FOLDER SEARCH BUTTONS - these buttons are used to scroll through the different folders on 
your MP3 disc or USB device.

48. TRACK SEARCH BUTTONS - these buttons are used to scroll either forwards or backwards 
through a track.

49. SEARCH BUTTONS - these buttons are used to scroll through the different tracks.

50. SGL/CTN - this button allows the unit’s play mode to change between Single and Continuous. 
In single mode the unit will play a single track and return to cue mode. In continuous mode the unit 
continues to play track by track.  

51. CUE - Pressing the CUE button during playback immediately pauses playback and returns the 
track to the last set cue point (see setting a CUE POInt, page 17).  

52. OPEN/CLOSE (Transport Tray Open/Close) - this button is used to open and close the trans-
port tray. nOtE: When a disc is already loaded in the transport tray, the tray will not open unless the 
unit is in pause or cue mode. 
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 BaSiC OPEraTiON

figure 3 - 3 in. / 8cm discfigure 2 - 5 in. / 12cm disc

2. LOADING DISCS
the UCD-100 can play both 3 inch (8 cm) and 5 inch (12 cm) compact discs (CD’s). Odd shaped and oval CD’s 
are not compatible. When loading a CD into the unit always hold the disc by its' edges and place it in the disc 
tray. never touch the signal surface (the glossy side). When using 5 inch/12 cm discs, place the disc in the outer 
tray guides (figure 2), and when using 3 inch/8 cm discs, place them securely in the inner guides (figure 3).
CAUtIOn:
•  nEVER insert any foreign objects in the disc tray.
• nEVER attempt to insert more than one disc in the disc tray at a time. Doing so may result in severe 
 damage to the unit.
•  nEVER force the transport tray open or closed when the power is off, as this may result in malfunction 
 and damage the transport system.

1. OPENING AND CLOSING THE DISC TRAY
this is an electronic operation and can only work when the power is on. Press the OPEN/CLOSE buttON (3) 
to open or close the disc tray. Pressing the PLay/PauSE buttON (15), will also automatically close the tray if 
it is open and immediately cue any CD that is in it. If the transport tray is left open for more than 60 seconds it 
will close automatically to prevent accidental damage to the transport. Again if a CD is left in the transport tray 
it will immediately cue to the first song. the disc tray cannot be opened during playback to prevent playback 
from being interrupted if the OPEN/CLOSE buttON (3) is pressed accidentally. Stop playback, then press the 
OPEN/CLOSE buttON (3).

figure 1
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figure 6

5. SELECTING TRACKS
Select a desired track by using the FOLDEr/traCk kNOb (14). Press the FOLDEr/traCk buttON (14) so 
that the fOLDER LED is NOt lit. Rotate the FOLDEr/traCk kNOb (14) clockwise to select the next track, or 
rotate the knob counter-clockwise to select the previous track. When you are using the knob to select a new 
track during playback (a track already playing) the new track you selected will immediately begin playback as 
soon as the search operation is completed.

 BaSiC OPEraTiON
3. LOADING USB DEvICE
the UCD-100 can only read SDHC (High Capacity) Cards up to 32GB. The file format is Mp3 only. When 
connecting a USB stick, USB card reader, or external hard drive make sure you are correctly lined up with the 
USB port and gently insert the USB connection. to disconnect a USB drive, stop playback and “pull out” the 
USB connection. Please see page 7 for uSB information. 
CAUTION:
•  NEVER remove a USB device while in PLAY mode.

4. SELECTING YOUR AUDIO SOURCE
Select your desired audio source using the SOurCE SELECtOr buttON (2). this button lets you toggle 
between either the CD player, USB port 1 and USB port 2. the LED's will verify which source is active. the 
different sources can only be selected while in PAUSE mode.

figure 4

figure 5
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6. STARTING PLAYBACK
Insert an audio CD as describe on the previous page (LOaDiNG DiSCS). Pressing the PLay/PauSE buttON 
(15) with an audio CD inserted will immediately start playback. the point at which playback starts (cue point) 
will automatically be stored in the memory as the cue point. the unit will return to this cue point (the point at 
which playback started) when the CuE buttON (16) is pressed. 

 BaSiC OPEraTiON

1) Press the PLay/PauSE buttON (15) 
during playback to pause at that point. 

2) Press the CuE buttON (16) during 
playback to return the track to it’s last 
cue point.

figure 9

figure 8

7. STOPPING PLAYBACK
Stopping playback will not stop the drive mechanism, but merely pause or cue the track. there are two ways 
to stop playback:

8. PAUSING
Pausing temporarily stops playback. Pressing the PLay/PauSE buttON (15) changes the operating mode 
between play and pause. the PLay/PauSE buttON LED  will flash repeatedly when pause mode is activated 
or when a track is in cue mode.

figure 7
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11. FRAME SEARCH 
this feature allows you to scroll through a track to 
set a cue, or loop point. to use the scroll function 
you must first be in Pause Mode or Cue Mode. 
Once you are in Pause or Cue mode, use your 
finger tip or hand to turn the JOG WhEEL (18) 
to scroll through the track (figure 11). turning the 
wheel in a clockwise direction will advance the 
frame search and turning the wheel in a counter-
clockwise direction rewinds the frame search. 
When you use the JOG WhEEL (18) the moni-
tor (headphone level) of a mixer allows you to 
here what you are scrolling through. Once you 
reach your desired starting point you can set a 
cue (starting) point by pressing the PLay/PauSE 
buttON (15) as in figure 11. Pressing the CuE 
buttON (16) will return the disc to the cue point 
just set.

10. FRAME SEARCH (FORWARD / 
REvERSE)
this function lets you a frame search through a 
track. to do this press either the forward or reverse 
SEarCh buttONS (13). 

figure 11

figure 12

 BaSiC OPEraTiON

9. AUTO CUE
”Cueing” is the action of preparing for playback. the unit is designed to automatically cue at the first audible 
signal on the first of a disc when a disc is inserted. If a track is selected before a disc is inserted, the unit will 
automatically cue to the first audible signal for the selected track. 

10. SETTING CUE POINTS 
A cue point is the exact point playback will begin when the PLay/PauSE buttON (15) is pressed. A cue point 
may be created anywhere on a disc or in a track.

Use the JOG WhEEL (18) to set a cue point by 
frame. While the disc is in pause or cue mode, 
use the JOG WhEEL (18) to scroll through a 
track to find your desired starting point. Once 
you have found your desired cue point press the 
PLay buttON (15) to enter this point in to the 
unit's memory. At this point when ever the CuE 
buttON (16) is pressed it will return the track 
to this exact point. 

figure 10
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 BaSiC OPEraTiON

12. CHANGING THE TIME DISPLAY (26)/TIME BAR (27):
the time may be displayed in three different modes; total Remain, Remain, and Elapsed. During normal play-
back, pressing the tiME buttON (5) as in figure 14, will change the time display information (26) in the LCD. 
the following is a break down of the time settings and their definitions:    

1)  tOtAL REMAIn (34) - this details the time in the LCD as the current CDs’ total remaining    
time.    
2)  REMAIn (34) - this details the time in the LCD as the current tracks’ remaining running time.
3) ELAPSED  - this details the time in the LCD as the current tracks’ elapsed running time. 
The unit will indicate the ELaPSED time when neither the TOTaL rEMaiN Or rEMaiN indica-
tors are showing. Note: When playing a Mp3 disc the TOTaL rEMaiN time of a disc cannot be 
shown. Only the rEMaiN time and ELaPSED time of the track.

tIME BAR InDICAtOR - the time bar in the LCD visually details the time defined in the tiME MEtEr (26). this 
bar is also dependent on the selected time function; rEMaiN (34) or tOtaL rEMaiN (34). this bar will begin 
to flash when 15 seconds of a track remain and will begin to rapidly flash when three seconds of a 
track remain. the flashing bar is a great visual reminder a track is about to end. the flashing bar will 
function regardless of which time mode the unit is in. 

figure 14

11. SETTING OUTPUT vOLUME LEvEL
this function lets you set the output volume level. 
Press the traCk kNOb (14) and press either the 
(-) PitCh bEND buttON or the (+) PitCh but-
tON (11) depending on if you want to raise or lower 
the volume.

figure 13
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activating the Pitch Slider (8): 
to activate the PitCh SLiDEr (8), you must turn the 
pitch function on. Press the PitCh buttON (10) 
for at least 2 seconds to turn on the pitch function, 
when the pitch function is activated the PitCh LED 
(9) will begin to glow. If the pitch function is not acti-
vated the PitCh SLiDEr (8) will not function.

13. PITCH ADJUSTMENTS
this function will increase or decrease the playback speed or "PItCH," of a track. the maximum pitch bend 
percentage allowed is +/-16%. the PitCh SLiDEr (8) is used to decrease or increase the playback pitch. If 
the slider is move up (towards the top of the unit) the pitch will decrease, if the slider is moved down (towards 
the bottom of the unit) the pitch will increase. 

using the Pitch Slider (8): to use the PitCh 
SLiDEr (8) slide the slider up and down. Down will 
increase the pitch and up will decrease the pitch. 
When the slider is in the center position, there is 
zero pitch being applied to a track. 

figure 15

 BaSiC OPEraTiON

using the Pitch Slider Percentage Selector 
(10): You may choose a pitch operating range at 
any time. to change the operating range be sure the 
pitch function is turned on, see figure 17. the pitch 
percentage can be changed between +/-4%, +/-8%, 
+/-16%, and 100%. 4% will allow the least amount 
of pitch manipulation and 100% will allow the most 
amount of pitch manipulation. to adjust the different 
values, press the PitCh ON/OFF buttON (10) and 
tap on the % buttON (10) until your desired value is 
reached. the L.E.D. of the % buttON (10); glowing 
yellow for 4%, glowing green for 8%, or glowing red 
for 16%, and all LEDs glowing for 100%. 

figure 17

figure 16
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14. PITCH BEND
this function will momentarily increase or decrease a tracks playback speed using the (-) & (+) PitCh but-
tONS (11). the maximum pitch bend percentage allowed is +/-16%. the pitch bend function will work in con-
junction with the PitCh SLiDEr 118) pitch setting. for example, if the PitCh SLiDEr (11) is set to a 2% pitch 
gain the pitch bending process will begin at 0% and will continue to the maximum of -/+16%.

PITCH BEND BUTTONS (11)
the (+) PitCh bEND buttON (11) will provide a speed bump and the (-) PitCh bEND buttON (11) will pro-
vide a slow down. the extent to which the speed changes is proportionate to the amount of time the button 
is pressed. for example, if the (+) PitCh bEND buttON (11) is held down continuously, the disc speed will 
increases and will continue to increase until it reaches a maximum of 16% speed gain. When you release the 
(+) PitCh bEND buttON (11) the disc speed will automatically return to it’s previous speed.

Holding down or tapping on the (+) PitCh 
bEND buttON (11) will provide a speed 
bump in the playback pitch.

Holding down or tapping on the (-) PitCh bEND 
buttON (11) will provide a slow down in the 
playback pitch.

figure 18

figure 19

JOG WHEEL (18)
the JOG WhEEL (18) will temporarily bend 
the pitch if a track is in play mode. turning 
the wheel in a clockwise direction will increase 
your track pitch and turning the wheel in a 
counter-clockwise direction will slow your 
track pitch. the speed you rotate the JOG 
WhEEL (18) will determine pitch bend percent-
age, to a maximum of +/-100%.

figure 20

 BaSiC OPEraTiON
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2) Press the iN buttON (17). this will set the 
starting point of the SEAMLESS LOOP (figure 
22). the iN buttON (17) will blink. 

1) Press PLay/PauSE buttON (15) to activate 
playback mode.

15. CREATING AND PLAYING A SEAMLESS LOOP 
A seamless loop is a sound loop that plays continuously without sound interruption. You can use this loop to 
create dramatic effect in your mixing. this loop has no time limit and you could actually loop the entire length 
of disc. 

3) Press the Out buttON (17) to set the end-
ing point for your SEAMLESS LOOP (figure 23). 
the OUt and In BUttOnS will stay lit indicating 
a SEAMLESS LOOP is playing. Press the Out 
buttON again to stop the Loop.

figure 23

figure 22

figure 21

4) Press the rELOOP buttON (17) to reactivate 
the SEAMLESS LOOP. Press the Out buttON 
(17) to deactivate the loop.

figure 24

 BaSiC OPEraTiON



INTERNAl MENU
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Hold tIME BUttOn for 3 seconds to enter the internal menu. turn tRACK KnOB to scroll through the differ-
ent menus and press the tRACK KnOB to enter the corresponding submenu. turn tRACK KnOB to change 
the submenus and press tIME BUttOn to memorize your settings in any operating mode and exit the menu.

1. Playlist – normal / title/ Artist / Album/ Genre
normally the unit will read your USB devices in order of folder name and file names in folders. title, Artist, 
Album and Genre will use your last built database file when scrolling through the selected database in alpha-
betical order. When new files are added it is necessary to build a new database for the MP3 files to read in 
any mode described.

2. Sleep time – no sleep, 5~120 min
Set the time the player takes to enter sleep mode. When in sleep mode, the player will either read sleep or 
ZZZZZ on the LCD screen.

3. Line Setup – MODE= 1~3(Line mode)
Dis=0.5~12.0 sec. (LInE nAME start/stop time adjustment)
Run=50~2000 msec. (LInE nAME move time adjustment)

4. Bit rate – Display On/Off
Display the bit rate off MP3 files.

5. Version – COn:XX (Control version)
DSP:XX (DSP version)
SER:XX (Servo version)
Displays the firmware version.

6. Load Default – Press tRACK Knob to enter load defaults. (LCD displays “Load OK”.)
Will reset all settings to factory default except for firmware version.

7. Exit & Save – Exit & Save setting to next power on (LCD displays “Saving”.)
this will save all changes if changes are not saved the unit will revert to last saved changes on power off.
Press the tRACK knob to fast exit & save in any operating mode.

nOtE:
SLEEP tIME: the CD player automatically shuts off the transport and laser after about 15 minutes when in
pause or cue mode). this extends the life of your motor drive and laser. During sleep mode the display
shows the word “SLEEP”. to wake up the player, just press the cue or play button, the display turns to
normal and is ready to receive instructions. You can enter the Sleep time menu to adjust sleep time, range
is 5~120 minutes.

SAVE: PItCH On/Off, PItCH RAnGE, SGL/Ctn, AUtO CUE, tIME MODE, KEY LOCK, DISPLAY/SCROLL, 
tIME/JOG MODE.

DEfAULtS: PItCH (On), PItCH RAnGE (8%), PLAY MODE(Ctn), AUtO CUE(On), tIME MODE
(REMAIn), KEY LOCK(Off), BIt RAtE(Disp. On), REPEAt MODE (Off), PLAYLISt
(nORMAL), SLEEP tIME (15 min), LInE SEtUP(model 1), DISPLAY(1 sec),RUn tIME(150msec)



dATAbAsE bUIldER
Minimum Hardware Requirements:
CPU: Intel Pentium 4 1GHz processor or above, Intel Centrino Mobile technology 1.6GHz
RAM: 512MB RAM
DISC SPACE: 100MB of free disc space needed
OS: Microsoft Windows XP SP3, Vista SP2

the device includes a database management software that enables you to search for your files by 
title, Artist, Album, and Genre.

Installation:
Refer to the following figures for installing database management software on your computer.

Step 1: Click next > Step 2: Click next >

Step 3: Click Install Step 4: Processing

Step 4: Click finish

the database builder will scan your USB 
hard drive and create database files so 
that you may locate the files in your music 
library to your liking.
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dATAbAsE bUIldER (PC ONly)
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to open the database builder, “click” on your start menu, then programs, then American Audio, Da-
tabase Builder. to build a database your hard drive must fAt formatted.

Drive Selector: Select 
your desired drive to for-
mat or build a database 
file.

Build database file 
on memory device.

Format the selected 
source. note: Make sure 
that all files are backed 
up prior to formatting 
your device.

How to format your memory device.
1. Select your desired device in the drop down  
    menu.
2. Click format, on the modes in the left       
    column.
3. Click format. for best results set the cluster  
    size to Auto.

How to create a database file.
1. Select your desired device.
2. Select Build Database in the left column.
3. Click Build.



dATAbAsE bUIldER
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Errors:
1. failed to Open Device: Your drive is a non   
    supported format.
2. file Error: this is due to MP3 file not have a        
    identified ID3 tag. 

Windows 7/Vista may warn you accord-
ing to your security settings. Select Allow 
if you wish to install the database builder 
program.
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 TROUblshOOTINg

Disc Read Error  The disc is unable to read in the CD drive, make sure that the 
disc is clean and not scratched. If the problem continues try a 
different CD, make sure that the CD is CDA or MP3 format.

If the disk takes over 20 second or more to read the CD lens will 
stop reading, this means the disc TOC was unreadable. Try 
another disk or clean the troubled disc.

If problems continue with CD drives call American Dj service.
USB device not reading When using Hard Drives it is recommended that you use a hard 

drive with an external power supply or one that does not exceed 
5 volt power consumption. If your hard drive resets itself when 
plugged into the USB ports on the UCD-100/200 you may need 
an external power supply. Contact your device manufacturer for 
accessory information.

If thedrive doesn’t read the device, make sure that your device is 
formatted to a compatible FAT format. WARNING—DO NOT 
FORMAT YOUR DEVICE WITH OUT BACKING UP YOUR 
FILES.

Music files not found in 
USB device or Data 
base

 -Make sure that the file is an MP3 file.
- If it does not show up on the database modes ( album;artist; 
etc) use the database builder to update you library.

File Error when building 
dB file

Remove the file that cause the database builder to stop and try 
again, if problem continues remove the folder and try again.



1.  PRECAUtIOnS On HAnDLInG COMPACt DISCS   

Compact disc are constructed of the same types of plastic record are. to avoid severe damage to you valuable 
disc please observe the following guide lines. following the these guide lines will ensure long disc life.
• Do not allow fingerprints, oil or dust to get on the surface of the disc.  If the disc is dirty, wipe it off with 
 a soft dry cloth. 
• Do not use benzene, thinner, water, record spray, electrostatic-proof chemicals, or silicone-treated cloths 
 to clean discs.
•  Always handle discs carefully to prevent damaging the surface; in particular when removing a disc from 
 its edges.
• Do not bend the disc.   
• Do not apply heat.    
• Do not enlarge the hole in the center of the disc.  
•  Do not write on the label (printed side) with a hard tipped implement such as a pencil or ball point pen.
• Condensation will form if a disc is brought into a warm area from a colder one, such as outdoors in  
 winter.  Do not attempt to dry the disc with a hair dryer, etc.  

2. PRECAUtIOn On StORAGE  

• After playing a disc, always unload it from the unit.  
•  Always store the compact disc in the jewel case, protecting from dirt or damage.  
• Do not place discs in the following areas:     
  a)  Areas exposed to direct sunlight for a considerable time.  
  b)  Areas subject to accumulation of dust or high humidity.  
  c)  Areas affected by heat from indoor heaters, etc.  

 POWEr DOWN 

 COMPaCT DiSC

• When you have finished using the CD unit, and before switching off the power, be sure that the disc 
 holder has been closed with the OPEN/CLOSE buttON.
• tRAY PROtECtIOn: If tray is not closed after 60 seconds, it will close automatically and pause.  

CauTiON: DO nOt forcibly close the disc holder when the power is off.

DO nOt switch off the power when the disc holder is 
open. Switch off the power after the disc holder has 
been closed with the OPEN/CLOSE buttON.

Do not switch off the power when 
the disc holder is open.

to avoid damage, please don't switch off the 
power until "no disc" or "time code" is showed on 
the LCD after the disc holder has been closed with 
the OPEn/CLOSE button.
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1-YEar LiMiTED WarraNTY
A. American Audio® hereby warrants, to the original purchaser, American Audio® products to be   
free of manufacturing defects in material and workmanship for a period of 1 Year (365 days) from   
the date of purchase. this warranty shall be valid only if the product is purchased within the   
United States of America, including possessions and territories. It is the owner’s responsibility to   
establish the date and place of purchase by acceptable evidence, at the time service is sought. 

B. for warranty service, send the product only to the American Audio® factory. All shipping charges
 must be pre-paid. If the requested repairs or service (including parts replacement) are within the   
terms of this warranty, American Audio® will pay return shipping charges only to a designated 
 point within the United States. If the entire instrument is sent, it must be shipped in its original
 package. no accessories should be shipped with the product. If any accessories are shipped 
 with the product,  American  Audio®  shall  have no liability whatsoever for loss of or damage to 
 any such accessories, nor for the safe return thereof.  

C. this warranty is void if the serial number has been altered or removed; if the product is modified 
 in any manner which American Audio® concludes, after inspection, affects the reliability of the 
 product; if the product has been repaired or serviced by anyone other than the American Audio® 
 factory unless prior written authorization was issued to purchaser by American Audio®; if the 
 product is damaged because not properly maintained as set forth in the instruction manual. 

D. this is not a service contract, and this warranty does not include maintenance, cleaning or peri-
 odic check-up. During the period specified above, American Audio® will replace defective parts 
 at its expense, and will absorb all expenses for warranty service and repair labor by reason of 
 defects in material or workmanship. the sole responsibility of American Audio® under this war-
 ranty shall be limited to the repair of the product, or replacement thereof, including parts, at the
 sole discretion of American Audio®. All products covered by this warranty were manufactured  
 after January 1, 1990, and bear identifying marks to that effect. 

E. American Audio® reserves the right to make changes in design and/or improvements upon its
 products without any obligation to include these changes in any products theretofore manufac-
 tured. 

f. no warranty, whether expressed or implied, is given or made with respect to any accessory sup-
 plied with products described above. Except to the extent prohibited by applicable law, all 
 implied warranties made by American Audio® in connection with this product, including warran-
 ties of merchantability or fitness, are limited in duration to the warranty period set forth above. 
 And no warranties, whether expressed or implied, including warranties of merchantability or 
 fitness, shall apply to this product after said period has expired. the consumer’s and or Dealer’s
 sole remedy shall be such repair or replacement as is expressly provided above; and under no
 circumstances shall American Audio® be liable for any loss or damage, direct or consequential,
  arising out of the use of, or inability to use, this product.  
G.  this warranty is the only written warranty applicable to American Audio® Products and super-
 sedes all prior warranties and written descriptions of warranty terms and conditions heretofore  
 published. 

 WarraNTY



 SPECifiCaTiONS
GEnERAL Model: American Audio® UCD-100 - Professional Compact Disc/USB Player
System: Single tray front Loading, Digital Compact Disc/Mp3/USB Audio Player.
Disc type: Standard compact discs (5 in / 12cm and 3in/8cm discs)
Dimensions:  3.5” H x 19” W x 11” D / 482W x 88.8H x 270.5D mm
Installation:                         Place on flat surface or mount in flat case
Weight: 9.59 Lbs. / 4.35 kgs  
Power supply: AC 100~240V, 50/60Hz  
Power consumption: 13W 
Pitch control range: +/-4%, +/-8%, +/-16%, +/-100% for CDDA 
Pitch bend: +/-4%, +/-8%, +/-16%, +/-100% for CDDA
Pitch accuracy: +/- 0.15%   
Environmental conditions: Operational temperature: 5 to 35˚C (41 to 95˚f)   
    Operational humidity:  25 to 85% RH (non-condensation)   
    Storage temperature:  -20 to 60˚C (4 to 140˚f)
Accessories: Dual RCA Cable (for left and right channels)   
AUDIO SECtIOn:  
Quantization: 16 bit linear per channel  
Sampling rate: 44.1 kHz at normal pitch  
Over sampling rate: 8 times over sampling 1 bit D/A converter  
D/A conversion 16 bit  
frequency response: +/-0.4 dB 20 Hz to 20,000 KHz for CDDA  
Output level: 2.0V +/- 0.5dB  
Load impedance: 47k ohm or more
Digital Output Level: 0.5V +/-0.1 p-p (Load = 75ohms)
AUDIO CHARACtERIStICS (tESt DISC: tCD-782 & tCD-781; USB tESt fORMAt: MP3, 128KBPS; 
LOAD=100Kohm):
   ItEM  nOMInAL   LIMIt    COnDItIOn
Output level (CD)  2V +/-0.5dB   2V +/-1dB   1KHz,0dB
Output level (USB)  1.85V +/-0.5dB  1.85V +/-1dB   1KHz,0dB
Channel balance  Within 0.2dB   Within 1dB   1KHz,0dB
frequency response (CD)  17-20KHZ +/-0.4dB  17-20KHZ +/-1dB  0dB OUtPUt
frequency response (USB)  17-16KHZ +/-0.2dB  17-16fKHZ +/-1dB  0dB OUtPUt
De-emphasis response (CD)  -20dB +/-0.2dB  -20dB 85dB   16KHz, -20dB
Channel separation (CD/USB) (*2) >87dB    >82dB    1KHz,0dB
t.H.D. + nOISE (CD) (*1)  0.008%   0.015%   1KHz,0dB
t.H.D. + nOISE (USB) (*1)  0.007%   0.015%   1KHz,0dB
S/n ratio (CD) (IHf-A) (*2)  126dB    90dB    1KHz.0dB
S/n ratio (USB) (IHf-A) (*2)  85dB    80dB    1KHz.0dB
Dynamic Range (CD) (*2)  92dB    88dB    1KHz.-60dB
XLR Output Level  8.22dBm (2V) +/-0.5dB 8.22dBm (2V) +/-1dB  1KHz.0dB

nOtE: (*1) With 20KHz low pass filter. (*2) With 20KHz low pass filter and “IHf-A Weighted.

SEARCHInG tIME (tESt DISC: tCD-792):
   ItEM nOMInAL  LIMItS  COnDItIOn
Short access time 2 sec   4 sec  Play next track
Long access time 4 sec   6 sec  track 1 ->track 20 / track 20 ->track 1
PLAYABILItY:
   ItEM nOMInAL  LIMIt  COnDItIOn
Interruption 1mm   0.7mm  tCD-725
Black dot 1mm   0.6mm  tCD-725
finger prints 75um   65um  tCD-725
Eccentricity 140um   140um  tCD-712, W/O tRACK JUMP 
Vertical deviation 1mm   0.5mm  tCD-731R
Scratch 2mm   1.2mm  tCD-721 W/O) tRACK JUMP
PICK-UP:
System Object lens drive system optical pick-up
Object lens drive system 2 dimensional parallel drive
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tracking detection 3 spot beam detection
Optical source Semiconductor laser
Wave length 780nm
nOtES:
the specifications are subject to change to any improvement by negotiations in advance.
the parts are subject to change to any improvement within the range of the specifications.

 SPECifiCaTiONS

MP3 FORMAT
Applicable file extensions mp3. MP3. mP3. Mp3 
ISO9660 Max. 63 characters 
Joliet Max. 63 characters 
CD-ROM sector format mode-1 only 
Max. number of Folders 255

Disc Format 

Max. number of files Max. 999 files (* note #1) 
File System FAT 12/16/32 
Applicable file extensions mp3. MP3. mP3. Mp3 
Max. number of Folders 999

USB Format 

Max. number of files Max. 999 files
MPEG 1 Layer 3 standard (ISO/IEC 
11172-3), which provides for single 
channel (‘mono’) and two-channel 
(‘stereo’) coding at sampling rates of 
32, 44.1 and 48kHz. 

32/40/48/56/80/96/112/128/160/192/
224/256/320 kbps 
Xing/VBRI VBR 

MPEG 2 Layer 3 standard (ISO/IEC 
13818-3), which provides for similar 
coding at sampling rates of 16, 
22.05 and 24 kHz. 

32/40/48/56/64/80/96/112/144/160 
Kbps
Xing/VBRI VBR 

MP3 Format 

MPEG 2.5 Layer 3 standard, which 
provides for similar coding at 
sampling rates of 8, 11.025 and 12 
kHz.

32/40/48/56/64/80/96/112/144/160 
Kbps
Xing/VBRI VBR  

Disc at Once and Track at Once  Disc Writing Method 
Multi Session If the 1st session is CDDA, you can 

playback Only CDDA track, If the 1st

session is MP3, you can playback 
only MP3 file. 

Note #1: max.255 files each folder 
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